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Air to Springs Torque Output Values (Nm)
Spring

Torque (Nm)Air 
Suplly
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2,5 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

Model
0o 90o 0o 90o 0o 90o 0o 90o 0o 90o 0o 90o 0o 90o 90o 0o

Start Stop Start Stop Start Stop Start Stop Start Stop Start Stop Start Stop Start Stop

PA 160SR

5 193 124 259 191 392 324 208 140

6 165 83 232 149 365 282 498 415 250 168

7 137 41 203 107 336 240 469 373 292 196

8 176 66 309 199 442 290 575 465 708 598 333 223

9 280 157 413 237 546 423 679 556 375 251

10 253 115 386 248 519 381 652 514 786 647 417 279

11 358 207 491 340 624 473 757 606 458 307

12 330 165 463 298 596 431 729 564 500 335

PA 190SR

5 332 222 438 329 651 542 309 200

6 292 161 398 267 611 480 824 693 371 240

7 252 99 358 205 571 418 784 631 433 280

8 318 143 531 356 744 569 957 782 1169 995 495 320

9 491 295 704 507 917 720 1130 933 557 360

10 451 233 664 446 877 658 1090 871 1302 1084 618 400

11 624 384 837 597 1050 809 1263 1022 680 440

12 584 322 797 535 1010 748 1223 960 742 480

PA 210SR

5 390 285 523 418 789 684 380 275

6 335 209 468 342 734 608 1000 874 456 330

7 280 133 413 266 679 532 945 798 532 385

8 358 190 624 456 890 722 1156 988 1422 1254 608 440

9 569 380 835 646 1101 912 1367 1178 684 495

10 514 304 780 570 1046 836 1312 1102 1578 1368 760 550

11 725 494 991 760 1257 1026 1523 1292 836 605

12 670 418 936 684 1202 950 1468 1216 912 660

PA 240SR

5 552 409 744 600 1129 985 554 410

6 470 297 662 489 1047 874 1432 1259 665 492

7 388 187 580 379 964 764 1349 1149 775 575

8 498 268 883 653 1267 1037 1652 1422 2037 1807 886 656

9 800 542 1185 926 1569 1311 1954 1696 998 739

10 718 431 1103 816 1488 1201 1872 1586 2257 1970 1108 821

11 1021 705 1406 1090 1791 1474 2176 1859 1219 903

12 939 594 1323 979 1708 1363 2093 1748 1330 985

PA 270SR

5 903 675 1195 968 1779 1552 787 560

6 790 519 1083 811 1667 1396 2252 1981 943 672

7 679 361 972 654 1556 1238 2141 1823 1101 783

8 860 497 1444 1081 2029 1666 2614 2252 3199 2836 1258 895

9 1332 923 1917 1509 2502 2094 3087 2678 1416 1007

10 1220 767 1805 1352 2390 1937 2974 2521 3560 3107 1572 1119

11 1693 1194 2278 1779 2862 2364 3448 2949 1730 1231

12 1582 1037 2167 1623 2751 2207 3336 2792 1887 1342

PA 300SR

5 1097 729 1061 730

6 935 494 1316 875 1273 876

7 772 258 1153 639 1916 1402 1485 1022

8 991 403 1754 1166 2517 1929 1697 1168

9 1592 930 2355 1693 3118 2456 1909 1213

10 1430 695 2193 1458 2956 2221 3719 2984 4482 3747 2122 1460

11 2030 1222 2793 1985 3556 2748 4319 3511 2334 1606

12 1868 986 2631 1749 3394 2512 4157 3275 2546 1752

PA 350SR

5 1553 964 1702 1173

6 1292 586 1863 1157 2043 1408

7 1031 208 1602 779 2745 1929 2383 1642

8 1341 401 2484 1544 3626 2686 2724 1877

9 2224 1165 3366 2307 4508 3449 3064 2112

10 1936 787 3105 1929 4247 3071 5390 4214 6532 5356 3405 2346

11 2804 1551 3986 2693 5129 3836 6271 4978 3745 2581

12 2584 1172 3726 2314 4869 3457 6011 4599 4086 2816

PA 400SR

7 2028 869 2880 1837

8 1736 411 2550 1225 3292 2100

9 2259 768 3887 2396 3703 2362

10 1967 311 3595 1939 5223 3567 4115 2624

11 3303 1482 4931 3110 6559 4738 4526 2887

12 3012 1025 4640 2653 6268 4281 7895 5908 9523 7536 4938 3149

13 4348 2195 5976 3823 7603 5450 9231 7078 5349 3412

14 4057 1738 5685 3866 7312 4993 8940 6621 5761 3674

15 3765 1281 5393 2909 7020 4536 8648 6164 6172 3937

16 5101 2452 6728 4079 8356 5707 6584 4199

A211 Series 900 Rotation  Pneumatic Actuators With 100% Travel Stop Arrangement

No. Description Qty Standard Material Protection Optional Material

1 Indicator Screw 1 Stainless Steel Galvanized Stainless Steel

2 Indicator 1 Plastic

3 Circlip 1 Stainless Steel

4 Metal Washer 1 Stainless Steel

5 Washer 1 Engineering Plastics

6 Body 1 Extruded Aluminium Alloy Hard Anodizing Polyester, ENP, PFA, ECTFE
Coatings

7 Inner Washer 1 Engineering Plastics

8 Cam 1 Alloy Steel

9 Pinion Upper Bearing 1 Engineering Plastics Viton / Silicone

10 Pinion Upper O-Ring 1 NBR

11 Pinion 1 Alloy Steel Nickel Plating / Galvanized Stainless Steel

12 Pinion Lower Bearing 1 NBR Viton / Silicone

13 Pinion Lower O-Ring 1 Engineering Plastics 

14 Sealing Plug 2 NBR Viton / Silicone

15 Adjustment Screw O-Ring 2 NBR Viton / Silicone

16 Washer (Adjustment Bolt) 2 Stainless Steel

17 Nut (Adjustment Bolt) 2 Stainless Steel

18 Stroke Adjustment Bolt 2 Stainless Steel

19 Piston 2 Aluminium Die Cast Alodine Coating

20 Guide Piston 2 Engineering Plastics

21 Bushinglama Washeru (Piston) 2 Engineering Plastics

22 Piston Bearing 2 NBR Viton / Silicone

23 Cartridge Springs 0~12 Spring Steel Cataphoresis Coating

24 End Cap O-Ring 2 NBR Viton / Silicone

25 End Cap 2 Cast Aluminium Epoxy Powder Coating ENP, PFA, ECTFE Coatings

26 Cap Screw 8 Stainless Steel

27 O-Ring 2 NBR Viton / Silicone

28 Nut 2 Stainless Steel

29 Limit Adjustment Bolt 2 Stainless Steel
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A211 Series 900 Rotation  Pneumatic Actuators With 100% Travel Stop Arrangement

A211 Series pneumatic actuator has externally adjustable travel stop arrangement that permits opening of the actuator to be restricted to
any position between full close (0±5º) to full open (90±5º) position by rotating the limit adjustment nut in clock wise or counter clockwise
direction until the desired stroke (double and single acting possible) reached.

Torque Values (Nm)

Model A B D E G H I J K L M N Z Z1 
(0º)

Z1
(900) T

PA 52 30 41 20 92 30 80 ø36 ø50 M5x8 M6x10 9-11 14 146 205 236 G1/4”

PA 63 36 47 20 107 30 80 ø50 ø70 M6x10 M8x13 9-11-14 18 171 212 250 G1/4”

PA 75 42 53 20 120 30 80 ø50 ø70 M6x10 M8x13 11-14 18 186 225 263 G1/4”

PA 83 46 57 20 128 30 80 ø50 ø70 M6x10 M8x13 14-17 21 205 257 304 G1/4”

PA 92 50 58 20 136 30 80 ø50 ø70 M6x10 M8x13 14-17 21 253 276 332 G1/4”

PA 105 58 64 20 153 30 80 ø70 ø102 M8x13 M10x16 17-22 26 267 285 348 G1/4”

PA 125 68 75 20 175 30 80 ø70 ø102 M8x13 M10x16 22 26 301 349 418 G1/4”

PA 140 75 77 20 192 30 80 ø102 ø125 M10x16 M12x20 27 31 390 478 572 G1/4”

PA 160 87 87 20 217 30 80 ø102 ø125 M10x16 M12<x20 27 31 451 604 714 G1/4”

PA 190 103 103 30 260 30 130 ø140 M16x25 36 40 525 634 760 G1/4”

PA 210 113 113 30 285 30 130 ø140 M16x25 36 40 532 634 758 G1/4”

PA 240 130 130 30 318 30 130 ø165 M20x25 46 50 610 658 800 G1/4”

PA 270 147 147 30 356 30 130 ø165 M20x25 46 50 722 680 850 G1/2”  G1/4” 

Dimensions(mm)

A211 Series 900 Pneumatic Actuators Dimensions and Weight Information
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Output Torque Values are identical to that of A210 Series. Please see Torque Charts on pages 62, 64, 65

Model PA 52 PA 63 PA 75 PA 83 PA 92 PA 105 PA 125 PA 140 PA 160 PA 190 PA 210 PA 240 PA 270

Spring
Return 1,6 2,3 3,0 3,7 5,6 6,8 10,6 14,7 24,0 46,8 53,8 74,0 116,6

Double
Acting 1,5 2,2 2,8 3,4 5,1 6,0 9,2 12,3 19,7 39,8 44,8 59,7 94,3

Actuator Unit Weights (Kg/Pc)

VDI/VDE 3845 NAMUR

T

M5x8

4 24

M6

4
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ISO5211 CONNECTION DIMENSIONS

Double
Square

Parallel
Square

Diagonal
Square

Double D
(Upon Request)

L

I
J
K

M M
M


