V205-HJ Series Heat Jacket Ball Valves

V205-HJ Series jacketed ball valves are designed for use in processes where fluid media are prone to freezing

. Y
et R
G 8 1., i
""% dens R !f:‘f‘
Sy

or crystallization due to temperature changes, such as in the food, chemical, and petrochemical industries. The

heating jacket integrated into the valve body allows the circulation of steam, hot water, or thermal oil to maintain

internal valve temperature and prevent freezing. Jacket connections can be either threaded or flanged. V205-HJ

Series ball valves are manufactured in PN16 and PN40 pressure classes.

Material List

V205-HJ material list is same as V205 series valves. Heat jacket end threaded or flanged connection
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ts are standard AlISI304 material. .

ATEX
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1805211
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15 15 36 139 205 95 65 4MI2 65  4MI12 603  4-1/2"UNC 45 12 2 70 115 1/2'* DNI5* 9 F03 5 35 8
20 20 38 149 215 105 75  4MI12 75 @ 4MI2 698  4-1/2"UNC 58 12 2 78 115 1/2'* DNI5* 9 FO3 8 46 =
25 25 50 159 | 225 115 85  4-M12 85 | 4MI12 794  4-1/2"UNC 68 122 9 160 1/2'* DN15* 11 FO4/F05 10 72 m
32 32 53 184 250 140 100 4-M16 = 100  4-M16 = 889  4-1/2"UNC 78 14 2 100 160 1/2'*  DN15* 11 FO4/F05 14 105
40 40 65 194 260 150 110 4-M16 | 110 4M16 = 984 = 4-1/2"UNC 88 15 3 105 200 1/2'* DN15% 14  FO5/F07 18 170
50 50 78 209 275 165 125 4-M16 125 = 4-M16 1206  4-5/8"UNC 102 16 3 125 200 1/2'* DN15% 14  FO5/F07 25 275
65 65 98 229 295 185 145 4-M16 145 8MI16 1397  4-5/8"UNC 122 16 3 140 155 1/2'* DN15% 17  FO7/F10 48 507
80 76 118 244 310 200 160 8-M16 = 160 @ 8MI16 1524  4-5/8"UNC 138 18 3 145 255 1/2'* DN15% 17  FO7/F10 75 905
100 94 140 264 330 220 180 8MI16 190 8M20 1905 8-5/8'UNC  158/162 18 3 175 300 1/2'* DNI5* 17  FO7/F10 110 1414
125 125 195 294 360 250 210 8MI16 220 8M24 2159  8-3/4"UNC 188 22 3 228 300 1/2'* DNIS* 22 F10/F12 200 2520
150 150 225 329 395 285 240 8M20 250 8M24 241,3 83/4'UNC 212 22 3 246 300 1/2'* DNIS* 22 F10/F12 300 3950
200 200 275 384 | 450 340 295 12-M20 320 12-M27 2984 83/4'UNC 268 24 3 310 400 1/2'* DN15% 27  F12/F14 400 5705

* Please consult for alternative requirements.




