V206 Series 2-Piece Short-Pattern Flanged Ball Valves

- Available in sizes ranging from DN15 to DN200 with a split body construction either in stainles steel or carbon steel.
- Face to face dimensions conform to DIN3202-F4(DN15-100) / F5(DN125-200).
- Dual pattern I1SO 52211 mounting pad facilitates direct mounting of actuators.

ATEX Anti-Static 1805211
2014/34/EU Design Top Flange

- Anti-static design.
« Pressure rating PN40 (DN15-50) / PN16 (DN65-200).
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Material List
No Part Name Material No Part Name Material No Part Name Material
1 ‘ Body Cap ‘ AISI316/ AlISI304 / A216 WCB 8 ‘ Thrust Washer ‘ PTFE 15 ‘ Gland Nut ‘ AlSI304
T T T T T T
2 Cap Screw AISI304 9 Stem Seal Viton 16 Stop Pin AISI304
3 Body Seal PTFE 10 Packing PTFE 17 Handle AISI304 (15-100) / Galv.Pipe (125-200)
4 Body AlSI316 / AISI304 / A216 WCB 1" Packing Ring AlSI304 18 Handle Sleeve Vinyl
5 ‘ Ball ‘ AlSI316 / AISI304 12 ‘ Belleville Washer ‘ AlSI301 19 ‘ Handle Nut AlSI304
l l ) . I l
Glass Fiber Reinforced PTFE .
[3 ‘ Body Seat ‘ Graphite Reinforced PTFE 13 ‘ Locking Washer ‘ AlISI304
7 ‘ Stem ‘ AlISI316 14 Bushing AISI304
Q Dimensions(mm)
| | | | | | | | |
~ . | L PN16 PN40 #150 | | | | | | | | Net Unit
Q Size |y oD p2 f/ H  w ¢ lisos211 h | K | Weight
— (DN) PN 150 300 " d d (m°/h) ayJ
) 16/40 b b D1 n-@d1 D1 n-@di D1 n-@d1 L ‘ ‘ ‘ ‘ ‘ ‘ (Kg)
|
T T T T T T T
LQ 15 15 115 108 140 95 65 4-14 65 4-14 60,3 4-15,75 45 2 82 117 9 FO3/F04 48 35 2.08
| | | | | | | [ | | | | | |
c T T T T T T T R T T T I I I
m 20 20 120 17 152 105 75 4-14 75 4-14 69,8 4-15,75 58 2 87 117 9 FO3/F04 53 46 28
| | | | | | | [ | | | | | |
[ [ [ [ [ [ [ [ [ [ [ [ [ [ [
25 25 125 127 165 115 85 4-14 85 4-14 794 4-15,75 68 2 90 164 11 F04/F05 58.5 72 373
| | | | | | | | | | | | | | |
T T T T T T T I T T T I I I
32 32 130 140 178 140 ‘ 100 ‘ 4-18 ‘ 100 ‘ 4-18 ‘ 889 ‘ 4-15,75 ‘ 78 ‘ 2 ‘ 100 ‘ 164 ‘ 11 ‘ F04/F05 ‘ 71 ‘ 105 ‘ 5.18
T T T T T T T T T T T T T T
40 40 140 165 190 150 ‘ 110 ‘ 4-18 ‘ 110 ‘ 4-18 ‘ 98,4 ‘ 4-15,75 ‘ 88 ‘ 3 ‘ 116 ‘ 203 ‘ 14 ‘ FO5/F07 ‘ 76.5 ‘ 170 ‘ 6.38
T T T T T T T T T T T T T T T
50 50 150 178 216 165 ‘ 125 ‘ 4-18 ‘ 125 ‘ 4-18 ‘ 120,6 ‘ 4-19,05 ‘ 102 ‘ 3 ‘ 125 ‘ 203 ‘ 14 ‘ FO5/F07 ‘ 85 ‘ 275 ‘ 8.78
T T T T T T T T T T T T T T
65 65 170 190 241 185 145 4-18 145 8-18 1397 4-19,05 122 3 154 255 17 FO7/F10 100 ‘ 507 ‘ 12.70
| | | | | | | [ | | | |
T T T T T T T T T T T I I I
80 80 180 203 283 200 160 8-18 160 8-18 1524 4-19,05 138 3 164 255 17 FO7/F10 1125 905 16.00
| | | | | | | [ | | | | | |
T T T T T T T T T T T T T T
100 100 190 229 305 220 ‘ 180 ‘ 8-18 ‘ 190 ‘ 8-22 ‘ 190,5 ‘ 8-19,05 ‘ 158 ‘ 3 ‘ 180 ‘ 302 ‘ 17 ‘ FO7/F10 ‘ 1255 ‘ 1414 ‘ 22.10
T T T T T T T T T T T T 1 f
125 125 325 356 381 250 210 8-18 220 8-26 2159 8-2235 188 3 228 600 22 F10/F12 155 2520 50.2
| | | | | | | [ | | | | | |
T T T T T T T 1 T T T T T T
150 150 350 394 403 285 ‘ 240 ‘ 8-22 ‘ 250 ‘ 8-26 ‘ 2413 ‘ 8-22,35 ‘ 212 ‘ 3 ‘ 246 ‘ 600 ‘ 22 ‘ F10/F12 ‘ 1725 ‘ 3950 ‘ 46.8
T T T T T T T R T T T T T T
200 200 400 457 502 @ 340 295 12-22 320 12-30 2984 8-2235 268 3 310 800 27 F12/F14 217 5705 814
| | | | | | | [ | | | | | |




