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V212 series ball valves consist of 3-piece body design according to DIN3202-F1 standard. The three piece body design of  V212 
series offers many advantages, including installation flexibility, elimination of the need for two sets of flanges and ease of in 
line and out of line servicing. 

Dimensions (mm)

V212 Series 3-Piece (F1) Flanged Ball Valves

No Part Name AISI316 Body 
Standard Version

GGG40.3 Body 
Natural Gas Version

GG25/GGG40 Body 
Standard Version

1 Cap AISI316 GGG40.3 GG25 / GGG40.3

2 Ball Seat PTFE PTFE PTFE

3 Ball AISI316 AISI304 AISI304

4 Body AISI316 GGG40.3 GG25 / GGG40.3

5 Nut AISI304 AISI304 AISI304

6 Bolt AISI304 AISI304 AISI304

7 Seal PTFE PTFE PTFE

8 Packing PTFE PTFE PTFE

9 Stem AISI316 AISI420 AISI420

10 Nut AISI304 AISI304 AISI304

11 Lever AISI304 WCB WCB

Material List

Natural Gas Valve 
GGG40.3 Body

AISI304 / AISI316 Body
Standard Version

GG25 / GGG40.3 Body
Standard Version
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PN16 PN25 PN40 PN16 PN25 PN40 PN16 PN25 PN40

15 130 135 16 85 65 65 65 4 4 4 M12 M12 M12

20 150 160 18 95 75 75 75 4 4 4 M12 M12 M12

25 160 160 18 100 85 85 85 4 4 4 M12 M12 M12

32 180 200 18 128 100 100 100 4 4 4 M16 M16 M16

40 200 200 18 135 110 110 110 4 4 4 M16 M16 M16

50 230 285 20 139 125 125 125 4 4 4 M16 M16 M16

65 290 285 22 150 145 145 145 4 8 8 M16 M16 M16

80 310 410 24 178 160 160 160 8 8 8 M16 M16 M16

100 350 410 24 192 180 190 190 8 8 8 M16 M20 M20

125 400 600 26 210 210 220 220 8 8 8 M16 M24 M24

150 450 700 28 230 240 250 250 8 8 8 M20 M24 M24

200 550 760 30 275 295 310 320 12 12 12 M20 M24 M27

250 650 1060 32 315 355 370 385 12 12 12 M24 M27 M30


