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V401 Series Weir / V402 Straight Through Type Pneumatic Diaphragm Valves (NC)

Working Temp Media

≤1000
Lined Body : Corrosive media

Unlined Body : Non-corrosive media

Name Material

Body/Bonnet CI/Carbon steel

Stem Carbon steel/ Stainless steel

Diaphragm NR, NBR, EPDM, Fluororubber

Disc/ Handwheel Carbon steel/ CI

Cylinder/ Cylinder cap Carbon steel

Valve size 
(DN)

Max
Working
pressure

(Bar)

External dimension Flange dimension (PN10)
Air 

supply 
(MPa)

Size of 
air nozzle 

Rc

Weight 
(kg)

L(BS) L(F1) H B D0 D D1 D2 f Z-Φ 

20 10 117 150 390 168 120 105 75 51 2 4-14 0,46 1/8" 10,5

25 10 125 160 425 260 165 115 85 62 2 4-14 0,33

1/4"

20

32 10 146 180 492 260 165 140 100 70 2 4-19 0,33 22

40 10 159 200 499 260 165 150 110 80 2 4-19 0,33 30

50 10 190 230 649 318 165 165 125 96 2 4-19 0,4 38

65 6,0 216 290 678 318 165 185 145 116 3 4-19 0,44 48

80 9,0 254 310 780 425 280 200 160 126 3 8-19 0,45

3/8"

87

100 4,0 305 350 931 425 280 220 180 158 3 8-19 0,42 103

125 5,5 356 400 958 549 310 250 210 188 3 8-19 0,46

1/2"

115

150 3,5 406 480 1110 750 483 285 240 210 3 8-23 0,48 190

Standard

Main Specification

Materials of Main Parts

Main External Dimension and Connection Dimension(mm)

Optional Accessories/Configurations

• Threaded End Connections

• Pneumatic Actuator Operated

• Lockable Handwheel

V401 Series diaphragm valves are suitable for corrosive chemicals and slurries including particles.

V402 type straight through diaphragm valves are used in on-off applications while V401 type weir
 diaphragm valves are used for control or throttling applications.

Based on process requirements, valves are available in, unlined, hard or soft rubber lined as well as PFA 
lined for highly corrosive applications.
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