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Dimensions(mm)

V708 EN558 Series 48 (F6) Swing Check Valves

Size
(DN) D D1

(PN10)
D1

(PN16) L H Z-d
(PN10)

Z-d
(PN16)

50 165 125 125 200 125 4-19 4-19

65 185 145 145 230 140 4-19 4-19

80 200 160 160 260 165 8-19 8-19

100 220 180 180 300 200 8-19 8-19

125 250 210 210 350 220 8-19 8-19

150 285 240 240 400 240 8-23 8-23

200 340 295 295 500 285 8-23 12-23

250 400 350 355 600 315 12-23 12-28

300 455 400 410 700 365 12-23 12-28

350 505 460 470 800 400 16-23 16-31

400 565 515 525 900 455 16-28 16-31

500 670 620 650 1100 560 20-28 20-34

600 780 725 770 1300 630 20-31 20-37

700 895 840 840 1500 795 24-31 24-37

800 1015 950 950 1700 855 24-34 24-41

900 1115 1050 1050 1900 925 28-34 28-41

1000 1230 1160 1170 2100 980 28-37 28-44

Material List

No Part Name Materials Standard

1 Body Gray Cast Iron BS1452.220

2 Body Seat Ring Brass NS2784   CA104

3 Disc Ductile Iron/ EPDM BS2789/ BS2494

4 Washer Carbon Steel BS1769

5 Locking Nut Carbon Steel BS1769

6 Arm Ductile Iron BS2789 420/12

7 Hing Pin Stainless Stell 2CR13

8 Plug Carbon Steel BS1769

9 Gasket NYL

10 Gasket NBR BS2494

11 Bonnet Gray Cast Iron BS1452.220

12 Bolt Carbon Steel BS1769

Optional With Protective Case & Switches

 Swing Check Valve With Optional 
Weight Lever




